
4OURTY-SE7EN 

OVERDRIVE 
 
 
DESCRIPTION 
The 4OURTY‐SE7EN OVERDIVE is based on the buffer‐less Tube Screamer with the tone controls of the 
Paul Cochrane Timmy/Lovepedal OD11. The second stage is also based on the Timmy… Okay really, it’s 
just a tweaked Timmy. The clipping switch allows for 3 different clipping configurations, 2 symmetrical 
diodes (like a TS808), 3 asymmetrical diodes (like an SD‐1), or 4 symmetrical diodes (similar to the Timmy, 
but more like the OD11). The name itself comes from how many components are 47 (or 4.7). 
 
Note, there is an error on the silkscreen. D3 and D4 are oriented backwards. Just rotate those diodes 180° 
when populating the board. 
 
SCHEMATIC 

 

 
 



 
BILL OF MATERIALS 
 
Resistors 

R1  1M 

R2  1M 

R3  4.7k 

R4  4.7k 

R5  1.5k 

R6  4.7k 

R7  4.7k 

R8  47k 

R9  47k 

CLR  4.7k 

 
Capacitors 

C1  47n 

C2  47p 

C3  1µ 

C4  47n 

C5  10n 

C6  47p 

C7  1µ 

C8  100µ 

C9  100n 

C10  10µ 

 
 
Semiconductors 

D1  1N4148 

D2  1N4148 

D3  1N4148 

D4  1N4148 

D5  1N5817 

IC1  NE5532 

 
Electromechanical 

Bass  B50k 

Gain  A500k 

Level  A10k 

Treble  B50k 

SW1  DPDT on/off/on 

 
 
LAYOUT 
 

 



DRILL TEMPLATE (125B) 
 
 

 
 
 



DRILL TEMPLATE (1590B) 
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